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ANEMOMETER KC-280A 
 
 
Introduction: 
 
KC-280ª anemometer is a unit with high stability and advanced sensor technology. It is suitable for the measurement of 
air speed and temperature under normal ambient temperature. It is an ideal instrument in environmental monitor 
stations, building conditioning ventilation test and calibrating temperature. This model has the advantages of easy 
operation, rapid measurement, safe usage and portability. It widely in the measurement temperature and air speed. It 
designs as a lower-power and intelligent way. It has backlight LCD display and has the function of default parameters 
saved and measurement data maintained automatically which can avoid to reset for each power.  
 
 
 
Battery Safety Instructions 
 

• Please remove the batteries when clean the product in case of the 
deterioration of battery and its damage to the tool. 

• Remove the batteries before long term storage. 

• Please install the batteries properly as the instructions of the positive 
and negative charges 

Please dispose the batteries properly. High temperature will cause explosions 
and do not burn the batteries. Strap insulated tape around the battery charges to 
avoid unsafe contacts with other objects. Many countries have regulations 
regarding battery disposal. Please follow the local regulations of battery 
disposing 
 
 
 
 
 

 
 
 
 
 
 
 
 

A- Turbine 
protector cap 

B- Turbine 
C- Temperature 

sensor 
D-  LCD display 
E- Change units temperature button 
F- On/ of button chilling air 
G- Memory button 
H- Fix strip cap 
I- battery 

 
 
 
 

 
 
 
 
 
 
 
 



  HT  6550400100 

ANEMOMETER KC-280ª 
Pagina - 2 

 
 
 
Display explanation 
 
 
 
 
 

A- air speed units m/min 
B- air speed units m/s 
C- air speed units Km/h 
D- air speed units m/h 
E- air speed units m/min 
F- air speed units knots 
G- maximum air speed indicator 
H- minimum air speed indicator 
I- Average air speed indicator  
J- low level battery indicator 
K- cool air indicator 
L- speed air value 
M- sir temperature value 
N-  ºF 
O- ºC 

 

Instructions: 

1.- unscrew the battery cover according to the direction indicated by the arrow, remove the insulation film from under the battery and 

place a CR2032 button cell battery according to the polarities indicated. Then replace the cover- 

2.- press the power / WC1 button on the device and the default temperature and air speed. 

3.- Remove the turbine guard and place the device perpendicular to the direction of the air flow. air speed will be displayed on the top line 

of the screen 

4.- Adjust the air speed display. That is to say in normal state, press the SET / HOLD button to change the value to current, Maximum, 

Minimum and average value. The indicated values will appear and the real-time indication will disappear. 

5.- Adjust the wind speed units, in normal state, press the “UNIT” button, the wind speed unit will flash, press the SET / HOLD button until 

the desired unit flashes, press the “UNIT” button for a second time and exit the selection mode, the speed unit will stop flashing. 

6.- Adjust the temperature unit by pressing the “UNIT” button twice consecutively, when the temperature unit flashes press the SET / 

HOLD button to select the desired unit. Press the UNIT button to exit this mode. 

7.- “Hold” screen function. In normal state, press the SET / HOLD button for 2 seconds to capture the contents of the screen, the HOLD 

symbol appears on the screen. Press this button again to return to normal status. 

Attention: during maintenance, if the battery does not have enough charge, the low battery indicator will appear on the screen. 

8.- Visualization of ambient temperature and cold air temperature. In normal state, the ambient temperature is displayed on the line 

below. Press / WCI to display the air flow temperature, the WCI symbol will appear. Press that button again and this indication will 

disappear and the ambient temperature will be displayed again. 

Note. The air speed must be higher than 1.34 m / s (4.8 km / h) 

9.- To turn off the unit press the / WCI button for more than two seconds. 

 
Operating Notes: 

 

1. Do not operate the instrument without reading this manual 



  HT  6550400100 

ANEMOMETER KC-280ª 
Pagina - 3 

2. To ensure accuracy, always place the turbine guard after use and be sure to place the sensor fully in contact with the air flow 

perpendicular to its direction. 

3. Do not touch the turbine, it can affect the accuracy and its operation. 

4. Change the battery if the low battery indication appears 

5. If the instrument is not operated for 15 seconds, the display light will turn off 

6. If the instrument is not operated for 5 minutes, it will turn off automatically 

7. The memorized parameters are maintained even if the instrument is turned off 

8. Do not immerse the device in liquid 

9. Do not operate the instrument near magnetic currents or magnets 

10. To avoid damaging the appliance, do not use it near steamy or dirty environments, with static current or electro-magnetic current 

sources such as induction heaters or arc welders. 

 
 
Especificaciones técnicas 
 

Producto name Anemometer 

Model KC-280A 

Temperatura measuring range - 10ºC + 50ºC 

Wind speed measuring range  0,2 - 30,0 m/s (40-5910 ft/min) 

Temperatura accuracy +/- 1,2 ºC 

Wind speed accuracy +/- 3%....+/- 0,2 m/s 

Temperatura resolution 0,1 ºC 

Wind speed resolution 0,1 m/s 

Response time wind speed < 2s 

Backlight off time About 15 s 

 automatic off About 5 minutes 

Power supply CR2032 

Working current Backlight light on <10 mA, No backlight <3 mA 

Standby current <150 micro A 

Working temperature  0ºC to 50 ºC 

Working humidity  5% to 95% HR non condensing 

Storage condition -30+60ºC, <85% HR without batteries 

size 148 mm x 53 mm x 22 mm 

weight 78,5 gr ( without battery) 

 


