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Intelligent display with two connections 
 
 

 
 

 
I. Description 

This device is specially designed for two connectors, self-powered, so it does not need an 
external source. 
 

II. Characteristics 
 

1. LED screen that allows you to see in the dark. 
2. It does not need external power supply. 
3. It allows to measure values such as pressure, temperature, depth, etc. 
4. 1/9999 screen resolution. 
5. Isolated alarm open drain output 
6. Voltage drop below 4V 
7. With two optional maximum alarms. 

 
III. Connection 

 
 

 
 

Without alarm 1 Alarm 2 Alarm 

1. Positive 
2. Negative 

 
        
          GND: Land 

1. Positive 
2. Negative 
3. Alarm 1  

 
GND: Land 

1. Positive 
2. Alarm 1 
3. Alarm 2 
 
GND: Negative 
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IV. Operation 

 
1. Start 

 
Connect the device to a source “4-20mA”. 
 

2. Reset 
       i. Set the current to 4mA 
       ii. Press UP or DOWN until SET2 appears 
       iii. Press UP + DOWN to enter zero adjustment. The default value will be 4mA. 
            Press UP and DOWN to adjust the display value 
       iv. Press UP + DOWN to save the value 
3. Maximum value 

i. Set the current to 20mA. 
ii. Press UP or DOWN until SET5 appears 

iii. Press UP + DOWN to enter in maximum value setting. The default value will be 20mA. 
iv. Press UP + DOWN to keep the value 

 
4. Decimal position 

i. Press UP or DOWN until DoT appears 
ii. Press UP + DOWN to set the decimal point. Press UP or DOWN to change the position 

iii. Press UP + DOWN to keep the configuration 
 

5. Oscillation time 
i. Press UP or DOWN until dAP appears 

ii. Press UP + DOWN to enter the oscillation time 
iii. Press UP or DOWN to adjust the position. The valid range will be 0~99.99S. 
iv. Press UP + DOWN to keep the value 

 
6. Set alarm 

i. Press UP or DOWN until HILO appears 
ii. Press UP + DOWN to enter in the alarm setting mode  

iii. Press UP or DOWN to change the ON mode (enable alarm) or OFF (disabled alarm). 
iv. Press UP + DOWN to keep the configuration 

 
7. Set alarm value 1  

i. Press UP or DOWN until STPL appears 
ii. Press UP + DOWN to enter in the alarm setting mode 

iii. Press UP or DOWN to change the value 
iv. Press UP + DOWN to keep the value 
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8. Set alarm value 2 
i. Press UP or DOWN until STPH appears 

ii. Press UP + DOWN to enter in the alarm setting mode 
iii. Press UP or DOWN to change the value 
iv. Press UP + DOWN to keep the value 

 
9. Set direction alarm 1 

i. Press UP or DOWN until LDIR appears 
ii. Press UP + DOWN to enter in the alarm direction setting mode 1.  

iii. Press UP or DOWN to change the direction UP or DOWN 
iv. Press UP + DOWN to keep the configuration 

 
10. Set direction alarm 2 

i. Press UP or DOWN until HDIR appears 
ii. Press UP + DOWN to enter in the alarm direction setting mode 2. 

iii. Press UP or DOWN to change the direction UP or DOWN 
iv. Press UP + DOWN to keep the configuration 

 
11. Set alarm delay time 

i. Press UP or DOWN until HST appears 
ii. Press UP + DOWN to enter in the alarm time mode  

iii. Press UP or DOWN to adjust the value of time in a range 0-30s. 
iv. Press UP + DOWN to keep the value 

 


