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SOLID FRONT PRESSURE GAUGE WITH BOURDON TUBE AND BEVEL BOX DN 125 
 
In case of leakage or breakage of the elastic element, 
the operator is protected by a safety cell solid-front of 
stainless steel. 
Behind the sphere and a back cover that is ejected in 
case of breakage. They are normally used in the food 
industry, canning, pharmaceutical, petrochemical, 
nuclear and conventional power plants. 
 

The TIG welding between the safety cell and process 
connection, strengthens the instrument and guarantees 
a better seal if filled with damping fluid. 
 
Filling the box with damping fluid allows reducing the 
friction of the moving parts in the presence of vibrations 
and pulsating pressures. Moreover, prevents the 
formation of condensation and the entry of corrosive 
gases which may destroy the internal parts. 
 

Refillable with dumping liquid model: Radial 
connection 
 
Reference standards: ASME B40.1.1 
Range: from 0…0,6 to 0…1600 bar; from 0…15 to 
0…30000 psi. 
Accuracy: grade 2A ASME B40.1.1 (± 0.5% FS value) 
Environment temperature: -30…+150 ºC 
Process fluid temperature: -30…+150 ºC 
Working pressure: 
100% FS static pressures 
90% FS pulsating pressures 
Overpressure: 30% FS value (max 12h). 
Degree of protection: IP65 according to IEC 529. 
Racord process connection: AISI 316L 
Bourdon tube: AISI 316L seamless tube. 
Back cover box: Reinforced polyamide fiberglass, UV 
stabilized. 
Locking ring: polypropylene reinforced fiberglass. 
Viewfinder: tempered glass 
Mechanism: Stainless steel. 

Sphere: Aluminum, with white background, black 
graduation and numbering. 
Pointer: adjustable, aluminum, black. 
 
Filled with dumping liquid model: Radial 
connection 
 
Scales: From 0 ... 1 to 0 ... 1600 bar; 0 ... 15 to 0 ... 
30000 psi. 
Accuracy: ASME B40.1 Grade 1A. (± 1.0% of FS 
value) 
Dumping liquid: Glycerin 98%, and on-demand 
fluorinated silicone oil or fluid 
Environment temperature: 
+15 ... + 65 ° C filled with glycerin. 
-45 ... + 65 ° C filled with silicone oil. 
-60 ... + 65 ° C filled with fluorinated fluid. 
Process fluid temperature: + 65 ° C. 
Lung compensator: Rubber. 
Other specifications: As the model refillable liquid. 
 
Standard Model: 
 
Degree of protection: IP 55 to IEC 529. 
Case: Phenolic resin. 
Ring closure and back cover: Polypropylene 
reinforced with fiberglass. 
Safety cell: not available. 
Separating wall: Phenolic resin 
Other specifications: As the model refillable liquid. 
 
Instruments for Oxygen: 
Glycerin and silicone oil should not be used in the 
presence of highly oxidizable agents as oxygen, 
chlorine, nitric acid and hydrogen peroxide, as there is 
the danger of a chemical reaction, inflammation or 
explosion. In these cases the use of fluorinated fluids 
are recommended. 
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DIMENSIONS 
 
 
 

 
RADIAL CONECTION BACK CONNECTION 

 
 

Connection F a a1 b c d  d1 e E f h h1 ch p l Weight 

Radial 1/2-1/4 
NPT 

13 27 86 42 148 126 31 137 6.5 103.5 66.5 22  20 0.81 
Kgs. 

Back 1/2-1/4 
NPT 

13 27 86  148 129   6  66.5 17 106 20 0.81 
Kgs. 

Dimensions: mm.     (1) Filled models add 0.50 Kg. 
 
 
 
 
OPTIONS 

Models Standard Refillable Filled 

Panel mounting kit * * * 
Filled with fluorinated fluid   * 
Ready for filling with silicone oil  *  
Degreased for oxygen (3). * * (1) * (2) 
Back cover with compensatory system  *  
Overpressure 50% FS value for <400 bar scales * * * 
Filled with silicone oil (1).   * 
Tropicalization * * * 
Double visor safety laminated glass * * * 
(1) On demand ready to fill with fluorated fluid. (3) scales up to 1000 bar /15000 psi. 
(2) On demand filled with fluorated fluid.    
 
 
 
 
 
 


