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DIGITAL PRESSURE SWITCH 
 

Application: 

 

                           
It is a intelligent digital pressure switch, setting pressure 
measurement, pressure display, control in one professional 
unit. It can be set two group NO/NC alarm points and also 
achieve two group high- and low-pressure control. “One key to 
zero clearing” and “three pressure unit to change” are 
available. It is widely used in Engineering machinery, Pump & 
compressor, Agricultural machinery, hydromantic and pneumatic 
system. 
Good stability of circuit with anti-electromagnetic interference. Cells 
lightning protection and electronic protection. The case are stainless 
steel AISI304 and the sensor and connection are AISI316L  
. 
 

Special Feature: 
 

4 digit LED show pressure in real time Double relay output signal, each group with 
NO/NC, returning difference be set independent 

Lower mounting and panel mounting are 
available 

Multiple connection modes, be used as 
controller, switch, digital electric contact 
pressure gauge 

Three pressure units available  

Specification: 

Dial size : 65,80,100 mm Alarm Type: Double Relay signal output signal 
( each group NO/NC) 

Range : 0-0,1 bar to 0-1000 bar 
               0-0,5 to 0-100 kPa 
                           -100…0 kPa 

Accuracy :,+/- 0,5% FS 

Overload Pressure: 150% Long-term Stability: Typical +/- 0,5% FS /year 

Alarm Point: Any point can be set within the 
range 

Load Capacity:    24VDC , 220 VAC  

Supply: 
24VDC , 220 VAC, 380VAC (Selectable) 

Pressure Connection: 1/4” BSP (other are 
customized) 

Operating Temperature: -20+80 ºC Connection Material: 316SS 

Compensation Temperature: -10+70 ºC Case : stainless steel AISI 304 

Electric Protection: Short-circuit protection, 
Reverse voltage protection, anti-

Electric Connection:  
Waterproof Aviation plug (line 0,7 m) 
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electromagnetic interference Output line  
Source: Red black 

Sampling Frequency: 5 times/sec Sensor : 316L SS 

Measurement Medium: Gas, liquid  

 

Dimension Drawing: unit mm 
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OUTLET: 
 
 
 

 
 
 
 
 


