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DIGITAL PRESSURE GAUGE 0,2% ACCURACY MAX AND MIN FUNCTION 
 

 
The HT 655 is a compact digital Pressure gauge with 0,2% of accuracy 
and low power consumption. 
The pressure is measured and displayed four times per second. The 
upper display shows the current pressure (or maximum and minimum 
pressure under maximum and minimum mode). The lower display shows 
the mode (the units of the current pressure, maximum pressure or 
minimum pressure). 
 
The HT 655 pressure gauge has 4 buttons. 
 

1. ON/OFF button. Switch on and switch off the gauge 
2. Zero/Clear button. With the gauge in measure mode, press the 

button to zero out the display. Do not use the zero button when 
pressure is applied. 

3. Max/Min button. Select the measuring mode: maximum, minimum 
and current value. The Max/Min values will be cleared by pressing 
the Zero/Clear button for a longer time and both values will be 
cleared when the gauge is turned off. 

4. Unit button. This button switches 9 pressure units (bar, psi, inches 
of mercury column, oz/in

2
, centimeters of water column, inches of 

water column, feet of water column, kg/cm
2
 and kPa) 

 

 
 
 
 

 

Specs: 
 

Range: -1..3 bar, 0…25 bar, 0…200 bar, 0…480 bar  
Case material: ABS plastic 
Accuracy: ±0,2% FS 

Pressure limit: 1.5 times pressure range 
Thermal effect: 0.025% FS/ºC 
Storage temperature: -20...70ºC 

Environment temperature:  0...50ºC 

Power supply:  2xAAA battery 

Battery life: More than 1000 hours 

Auto-off: 20 minute auto shut-off 

Connection type: ¼” BSP Stainless Steel 

Size: 69x38.1 mm 

Weight: 200 g 

 
 

General safety information 
 
Misuse of the product may cause explosion and personal injury. 
 
 

Assembly 
 
Open the battery lid at the back of the gauge housing and install the battery properly. 
 
 

Installation 
 
Use the wrench flats provided for installation. Never twist the gauge housing. 


